Introduction
Opole(Podolskhorbohir'ya)-isthenameofthewesternpartofPodoliaUpland, oneofthehighestandmostdissectedpartsofit�Itislocatedintheeastpartofthe city,withinLviv,Ivano-FrankivskandTernopilregions�Totheeastiswashedby theZolotaLipuRiver,inthewestbytheVereshchytsiaRiver,insouthernapproachestotheDniester,inthenorth-toLvivplateau,GologoryandPeremyshlianylowland� Opole is divided into natural regions: Rohatyn, Prydnister, Khodoriv, Lviv, BurshtynandGalich�RohatynOpoleisdevotedtoart,350-400mabovesealevel andisdissectedbyrivers:Svirzh,GnulaLupu,Narayivka(all-lefttributariesofthe DniesterRiver)�Heredominatecommonbeechandoakforestsongrayforestsoils� Significantpilgrimageploweddenselypopulated� InabroadsenseOpole(awordofSlavicorigin)usedinanumberofgeographicalplacesandtownsinBelarus,Poland,RussiaandUkraine,wherenaturallycombinedtreelessareasofarablelandwithforestedandgrassyareasofgrayforestsoils, whichstudiedbytheauthorin2011�
Method
The area located 815 km 2 profiles of 80 Geoenvironmental polygons (Fig� 1), whichselectedandanalyzedsoilsamplesforeightchemicalelements-heavymetals (Tab� 1)� The results of the analyzes are summarized in a computer database, countedasbackgroundandanomalouscontentsandizo-concentratethatwhilefurtherresearchwillbuildenvironmentaltechno-geochemicalmapsshowingthedistributioninsoilsinthedistrictareamajorpollutants-heavymetals� * Ivano-Frankivsk National Technical University of Oil Gas, Ukraine Despite the continuous improvement of survey methods and advances made in survey equipment technology, the elimination of outliers still remains an issue today. When performing an adjustment one often assumes a very simple probability distribution of errors, such as a normal distribution. In classical statistics the correctness of the results relies on the assumption, that the chosen errors distribution model is strictly true. This is, in fact, often not the case, as the large errors occur considerably more often than the normal distribution would suggest. Even the high-quality samples analysed in astronomical research, containing several thousands of measurements each, do not follow the normal probability distribution. Deviations from the model may occur due to e.g. blunders in measuring, incorrect point numbering, errors made during data copying etc. [12] .
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Although there exists a wide range of literature concerned with gross errors detection and elimination, this surveying problem is still being discussed. There are many so-called methods robust against the in uence of gross errors, which can generally be divided into two groups.
The  rst group includes methods based on the criteria of so-called robust estimation. These methods minimise the in uence of the outlying observations on the  nal result of the computations by modifying of the observation weights.
The second of them consists of methods where results, obtained by the least squares adjustment are analysed with the use of statistical tests. In these methods an identi ed outlier is removed from the dataset. If multiple outliers occur, the iterative process of least squares adjustment is conducted and followed by tests. The observations suspected of gross errors are discarded from the dataset [1] . A few commonly used methods of these groups are presented below.
